
1. Regularly Check and Make sure all the nut bolts are tightened.

2. Follow Installation Guide/Video for proper installation instructions. 

3. Bleed the oil in the Kit as per Installation Guide/Video before use. 

4. Always maintain oil in the Bubble and the Pipe. 

5. Only the Brush Bristles should be in contact with the Chain. 

Instructions

ChargeDex Chain Oiler 3.0 comes with a 6 month warranty 

What does this Warranty cover?

1.  This Warranty covers any manufacturing defects in the Kit. 
2. During the Warranty Period, ChargeDex will replace, at no additional cost, the entire Chain Oiler 3.0 
    or parts of the Kit that prove defective, BEFORE use/Installation by the cutomer.
3. In case a part is found defective post installation, Replacements will be provided considering all 
    factors and circumstances affecting the claim.
4. Order ID/Store invoice is MANDATORY to claim warranty. Pictures/Videos of the defective part 
    should be sent to us in case of defects.   

What does this Warranty NOT cover?

1.  This Warranty does not cover any problem that is caused by:
    conditions, damages, malfunctions NOT resulting from defects in manufacturing.
2. Maintenence of the Chain Oiler 3.0 is to be ensured by the customer and any loss of parts 
    because of loosening of bolts.
3. Damage to the Chain Oiler 3.0 caused because of using oils other than recommended by ChargeDex.
4. Damage to the Chain Oiler 3.0 caused because of not following proper Installation Guide/Video 
    and Care instructions.
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1. Do not touch the Brush body directly to the Chain.  

2. Do not press the Button with an empty Reservoir,

3. Do Not fill the Reservoir fully up to the lid. Only fill the oil cavity. 

4. Do not let the kit run dry as the rubber pump will harden and crack.

5. Avoid exposing the Chain Oiler 3.0 to direct sunlight for prolonged 

   periods. 

Warranty

Do's 

Dont's

Warranty will be effective from the Date of Delivery


